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Gravity Convection Oven

스텐레스 항온 건조기   DA-702

Constant Temperature & Humidity Chamber

항온 항습기   DA-706

Low Temperature Test Freezer

자온 환경 시험조  DA-709

Distilling Apparatus
중류수 제조기  DA-711
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• Convection Oven DA-702
(항온 건조기)

토목건축실험실용 대류건조기로 강판을 사용하여 무거운 양을 건조할 수있음.

DA-701

DA-702

• Forced Circulation Constant Temperature  DA-701
(강제 순환식 항온 건조기)

토목, 건축실험실용 강제 공기순환식 건조기로 정밀한 온도제어를 할 수 있고

내부재료가 스텐레스 스틸로 되어있음.

Specifications

 550 x 460 x 600 (mm)  1000 x 750 x 800 (mm)

680 x 710 x 890 1600 x 950 x 1250

150 600

 2000W  6000W

 220V  3PH 220V,  6000W

3EA 3EA

87 200

 Outer  Materials 

Inner Dimensions  (W*D*H)

 Safety device 

 Temp. Range

 Stainless steel SUS304

 Steel plate with powder coat

 Temp. Accuracy

Electrical spec Heater

Electrical spec Power 

Outer Dimensions (W*D*H)

Volume (L)  Dimensions 

 Weight (kg) 

DA-701-1

 Digital Temp controller & Digital display / k type(CA)

 Ambient 250 °C 

±1°C

 Shelves

 Inner  Materials 

 Exclusive  over temp, Protector

Model 

 Controller 

DA-701-2 

Specifications

 500 x 500 x 600 (mm)  1000 x 750 x 800 (mm)

630 x 670 x 970 1600 x 950 x 1250

150 600

 2000W  6000W

 1PH / 220V  3PH / 220V

3EA 3EA

80 200

 Outer  Materials 

Inner Dimensions  (W*D*H)

 Safety device 

 Temp. Range

 Stainless steel SUS304

 Steel plate with powder coat

 Temp. Accuracy

Electrical spec Heater

Electrical spec Power 

Outer Dimensions (W*D*H)

Volume (L)  Dimensions 

 Weight (kg) 

DA-702-1

 Digital Temp controller & Digital display / k type(CA)

 Ambient 180 °C 

±1°C

 Shelves

 Inner  Materials 

 Exclusive  over temp, Protector

Model 

 Controller 

DA-702-2 

Timer Scale 99 hours 59 minutes

±2°C
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DA-709

DA-706

DA-707

  ●Constant Temperature & Humidity Chamber   DA-706
(항온 항습기)

 500 x 500 x 600 (mm)  600 x 600 x 700 (mm)

680 x 980 x 1600 780 x 1060 x 1700

150 252

30%~98%
 220V, 1Ø, 18A

2 EA

120 135

 Outer  Materials 

Inner Dimensions  (W*D*H)

 Safety device 

 Temp. Range

 stainless steel
powder coated steel plate

 Temp. Accuracy
Humidity Range
Electrical spec Power 

Outer Dimensions (W*D*H)
Volume (L) 

 Weight (kg) 

DA-706 A

program touch screen
0~100 °C 

±0.2°C at 37°C

 Shelves
 Inner  Materials 

 electric leakage over temp limit

Model 

 Controller 

DA-706 B 

● Constant Temperature & Humidity Chamber     DA-707 
(항온 항습기)

 500 x 500 x 600 (mm)  600 x 600 x 700 (mm)
680 x 980 x 1600 780 x 1060 x 1700

150 252

30%~98%
 220V, 1Ø, 18A  or  380V, 3Ø, 6A

2 EA

120 135

 Outer  Materials 

Inner Dimensions  (W*D*H)

 Safety device 

 Temp. Range

 stainless steel
powder coated steel plate

 Temp. Accuracy
Humidity Range
Electrical spec Power 

Outer Dimensions (W*D*H)
Volume (L)  Dimensions 

 Weight (kg) 

DA-707 A

program touch screen
-25°C~100 °C
±0.2°C at 37°C

 Shelves
 Inner  Materials 

 electric leakage over temp limit

Model 

 Controller 

DA-707 B 

• Low Temperature Test Freezer   DA-709
(저온 환경 시험조)

 400 x 400 x 450 (mm)

680 x 850 x 1550

72

1.5 ㎾

 220V / 1PH
2 EA

 Outer  Materials 

Inner Dimensions  (W*D*H)

 Temp. Range

 stainless steel

powder coated steel plate

Electrical spec Heater

Electrical spec Power 

Outer Dimensions (W*D*H)

Volume (L)  Dimensions 

DA-709

SCR system

-20°C ~ 60 °C

 Shelves

 Inner  Materials 

Model 

 Controller 

 220V, 1Ø, 14A
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● Hot Plate   DA-717
( )

320
.

Manufactured with a cast-iron top and base with a ventilated sheet-steel 
body and fitted with a Simmerstat heat control unit. 

Specifications

Dimensions (W × L) 300 × 450( ) 300 × 600( )
Capacity 2kW 3kW 
Max. Temperature 320

1ph, 220V Source 

● Motorized Vacuum Pump   DA-718
( )

When a laboratory requires a number of constant but independent and 
variable pressure sources, the use of a pneumatic compressor is recommended. 

Specifications

Displacement Speed 30 /min 50 /min 

Ultimate Pressure 10-2Torr

500rpm Rotation 
1ph, 220V Source 

Dimensions W460 × L280 × H330( )

DA-717

DA-718

      본 기는 기존 단열재인 단열 벽돌이 아닌 세라믹 재질을 사용하여
단열 효과도 우수하며, 또한 가열 부분에는 단열층이 있고 바깥에 공기
순환 공기층을 두어 몸체 외부의 온도가 낮게 되어 있음.

   Electric muffle furnaces are designed for laboratory and industrial 
   applications. Used in engineering tests of soils, aggregates, cement, etc. 

    Specifications 

Temperature controller 

Chamber Size W150 × L300 × H100 (mm)

W250 × L330 × H160 (mm)

Heater Ca pacity      3,000 (W)        
Te mperature  Rangenge      ~ 1000 ℃     ~ 1000  ℃ 

1 ph, 220 V DA-716

  ● Electric Muffle Furnace   DA-716
(전기로)

온도조절

내부크기

히터용량

 온도범위

전원

Model
Contents

Source

Model

 Analog Digital

DA-716-01 DA-716-02Contents

   본 기는 물을 끓이면 물 속에 함유되어 있던 불순물은 남고 순수한 물만
증기로 발생되며 이 수증기를 냉각시켜 순수한 물을 얻기 위한 장치임.

          Manual electric still. Set up in minutes by connecting flexible tubing to water 
   supply and waste container. Produces ample water for student experiments and 
   demonstrations. Includes low-water cutoff safety protection. 

  Specifications 
Model Capacity Heater Capacity Power 

DA-711-4 4 ℓ /hour 3 kW 1 hp, 220 V 
DA-711-8 8 ℓ /hour 5 kW 1 hp, 220 V 
DA-711-12 12 ℓ /hour 9 kW 1 hp, 220 V 

DA-711

●  Distilling Apparatus   DA-711
(증류수 제조기)

4,500 (W)
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